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I. THE FOLLOWING LIST REPRESENTS A BASIC EROSION AND SEDIMENT CONTROL
PROGRAM NWHICH 1S TO BE IMPLEMENTED TO HELP PREVENT OFF SITE N

SEDIMENTATION DURING AND AFTER CONSTRUCTION OF THE PROJECT.

2. TEMPORARY EROSION CONTROL TO BE UTILIZED DURING CONSTRUCTION AT
AREAS DESIGNATED BY THE ENSINEER OR AREAS ON SITE WHERE UNSTABILIZED TEMPORARY GRAVEL
GRADES MAY CAUSE EROSION PROBLEMS. EROSION CONTROL MAY BE REMOVED TRA

AFTER UPSLOPE AREA HAS BEEN STABILIZED BY SOD, OR COMPACTED AS BEGIN SILT CONSTRUCTION EN NCE
DETERMINED BY THE OWNER. FENCE

3. PERMANENT EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED
AT THE EARLIEST PRACTICAL TIME CONSISTENT WITH GOOD CONSTRUCTION
PRACTICES. ONE OF THE FIRST CONSTRUCTION ACTIVITIES SHOULD BE THE
PLACEMENT OF PERMANENT AND TEMPORARY EROSION AND SEDIMENT CONTROL
MEASURES AROUND THE PERIMETER OF THE PROJECT OR THE INITIAL WORK AREA
TO PROTECT THE PROJIECT, ADJACENT PROFPERTIES AND WATER RESOURCES.

4. TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL BE
COORDINATED WITH PERMANENT MEASURES TO ASSURE ECONOMICAL, EFFECTIVE
AND CONTINUOUS CONTROL THROUSGHOUT THE CONSTRUCTION PHASE. TEMPORARY
MEASURES SHALL NOT BE CONSTRUCTED FOR EXPEDIENCY IN LIEU OF PERMANENT
MEASURES.

5. EROSION AND SEDIMENT CONTROL MEASURES SHALL BE ADEQUATELY
MAINTAINED TO PERFORM THEIR INTENDED FUNCTION DURING CONSTRUCTION OF
THE PROJECT.

6. NECESSARY REPAIRS TO BARRIERS OR REPLACEMENT OF BARRIERS SHALL BE
ACCOMPLISHED PROMPTLY.

1. SEDIMENT DEPOSITS SHOULD BE REMOVED AFTER EACH RAINFALL. THEY MUST
BE REMOVED WHEN THE LEVEL OF DEPOSITION REACHES APPROXIMATELY ONE
HALF THE HEIGHT OF THE BARRIER.

&. MATERIAL FROM SEDIMENT TRAPS SHALL NOT BE STOCKPILED OR DISPOSED OF
IN A MANNER NWHICH MAKES THEM READILY SUSCEFTIBLE TO BEING WASHED INTO
ANY WATERCOURSE BY RUNOFF OR HIGH WATER.

9. ANY SEDIMENT DEPOSITS REMAINING IN PLACE AFTER THE BARRIERS ARE NO
LONGER REQUIRED SHALL BE DRESSED TO CONFORM TO THE EXISTING GRADE,

FENCE
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PREPARED AND SEEDED.

10. SILT FENCE TO BE PAID FOR UNDER THE CONTRACT UNIT PRICE FOR STAKED
SILT FENCE (LF).
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Il. SILT FENCE TO REMAIN IN PLACE UNTIL FINISH GRADING FOR THE LANDSCAPING
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THE EROSION CONTROL MEASURES SHOWN ON THIS PLAN

ARE, IN THE OPINION OF THE ENGINEER, THE MINIMUM THAT

MAY BE REQUIRED. ACTUAL FIELD CONDITIONS MAY REQUIRE
EITHER ADDITIONAL OR REDUCED EROSION CONTROL MEASURES
TO BE IMPLEMENTED. THE CONTRACTOR IS DIRECTED TO

FOLLOW STANDARD BEST MANAGEMENT PRACTICES IN - JOHN R. GRANT

IMPLEMENTING A SUCCESSFUL EROSION CONTROL PLAN. O N e LAKE-SMTER, INC. SHT EC—|OF EC-|
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